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FIG. 4 SAMPLING STRUCTURE OF THE FRAME BUFFER
COMPRESSION ALGORITHM
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1
SYSTEM FOR LOW RESOLUTION POWER
REDUCTION USING DEBLOCKING

CROSS-REFERENCE TO RELATED
APPLICATIONS

None
BACKGROUND OF THE INVENTION

The present invention relates to a video system with power
reduction.

Existing video coding standards, such as H.264/AVC, gen-
erally provide relatively high coding efficiency at the expense
of increased computational complexity. The relatively high
computational complexity has resulted in significant power
consumption, which is especially problematic for low power
devices such as cellular phones.

Power reduction is generally achieved by using two pri-
mary techniques. The first technique for power reduction is
opportunistic, where a video coding system reduces its pro-
cessing capability when operating on a sequence that is easy
to decode. This reduction in processing capability may be
achieved by frequency scaling, voltage scaling, on-chip data
pre-fetching (caching), and/or a systematic idling strategy. In
many cases the resulting decoder operation conforms to the
standard. The second technique for power reduction is to
discard frame or image data during the decoding process.
This typically allows for more significant power savings but
generally at the expense of visible degradation in the image
quality. In addition, in many cases the resulting decoder
operation does not conform to the standard.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 illustrates a decoder.

FIG. 2 illustrates low resolution prediction.

FIGS. 3A and 3B illustrate a decoder and data flow for the
decoder.

FIG. 4 illustrates a sampling structure of the frame buffer.

FIG. 5 illustrates integration of the frame buffer in the
decoder.

FIG. 6 illustrates representative pixel values of two blocks.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENT

It is desirable to enable significant power savings typically
associated with discarding frame data without visible degra-
dation in the resulting image quality and standard non-con-
formance. Suitably implemented the system may be used
with minimal impact on coding efficiency. In order to facili-
tate such power savings with minimal image derogation and
loss of coding efficiency, the system should operate alterna-
tively on low resolution data and high resolution data. The
combination of low resolution data and high resolution data
may result in full resolution data. The use of low resolution
data is particularly suitable when the display has a resolution
lower than the resolution of the transmitted content.

Power is a factor when designing higher resolution decod-
ers. One major contributor to power usage is memory band-
width. Memory bandwidth traditionally increases with higher
resolutions and frame rates, and it is often a significant bottle-
neck and cost factor in system design. A second major con-
tributor to power usage is high pixel counts. High pixel counts
are directly determined by the resolution of the image frame
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and increase the amount of pixel processing and computation.
The amount of power required for each pixel operation is
determined by the complexity of the decoding process. His-
torically, the decoding complexity has increased in each
“improved” video coding standard.

Referring to FIG. 1, the system may include an entropy
decoding module 10, a transformation module (such as
inverse transformation using a dequant IDCT) 20, an intra
prediction module 30, a motion compensated prediction
module 40, a deblocking module 50, an adaptive loop filter
module 60, and a memory compression/decompression mod-
ule associated with a frame buffer 70. The arrangement and
selection of the different modules for the video system may be
modified, as desired. The system, in one aspect, preferably
reduces the power requirements of both memory bandwidth
and high pixel counts of the frame buffer. The memory band-
width is reduced by incorporating a frame buffer compression
technique within a video coder design. The purpose of the
frame buffer compression technique is to reduce the memory
bandwidth (and power) required to access data in the refer-
ence picture buffer. Given that the reference picture buffer is
itself a compressed version of the original image data, com-
pressing the reference frames can be achieved without sig-
nificant coding loss for many applications.

To address the high pixel counts, the video codec should
support a low resolution processing mode without drift. This
means that the decoder may switch between low-resolution
and full-resolution operating points and be compliant with the
standard. This may be accomplished by performing predic-
tion of both the low-resolution and high-resolution data using
the full-resolution prediction information but only the low-
resolution image data. Additionally, this may be improved
using a de-blocking process that makes de-blocking decisions
using only the low-resolution data. De-blocking is applied to
the low-resolution data and, also if desired, the high-resolu-
tion data. The de-blocking of the low-resolution pixels does
not depend on the high-resolution pixels. The low resolution
deblocking and high resolution deblocking may be performed
serially and/or in parallel. However, the de-blocking of the
high resolution pixels may depend on the low-resolution pix-
els. In this manner the low resolution process is independent
of'the high resolution process, thus enabling a power savings
mode, while the high resolution process may depend on the
low resolution process, thus enabling greater image quality
when desired.

Referring to FIG. 2, when operating in the low-resolution
mode, a decoder may exploit the properties of low-resolution
prediction and modified de-blocking to significantly reduce
the number of pixels to be processed. This may be accom-
plished by predicting only the low-resolution data. Then after
predicting the low resolution data, computing the residual
data for only the low-resolution pixels (i.e., pixel locations)
and not the high resolution pixels (i.e., pixel locations). The
residual data is typically transmitted in a bit-stream. The
residual data computed for the low-resolution pixel values
has the same pixel values as the full resolution residual data at
the low-resolution pixel locations. The principal difference is
that the residual data needs to only be calculated at the posi-
tion of the low-resolution pixels. Following calculation of the
residual, the low-resolution residual is added to the low-
resolution prediction, to provide the low resolution pixel val-
ues. The resulting signal is then de-blocked. Again, the de-
blocking is preferably performed at only the low-resolution
sample locations to reduce power consumption. Finally, the
result may be stored in the reference picture frame buffer for
future prediction. Optionally, the result may be processed
with an adaptive loop filter. The adaptive loop filter may be
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related to the adaptive loop filter for the full resolution data, or
it may be signaled independently, or it may be omitted.

An exemplary depiction of the system operating in low-
resolution mode is shown in FIGS. 3A and 3B. The system
may likewise include a mode that operates in full resolution
mode. As shown in FIGS. 3A and 3B, entropy decoding may
be performed at full resolution, while the inverse transform
(Dequant IDCT) and prediction (Intra Prediction; Motion
Compensated Prediction (MCP)) are preferably performed at
low resolution. The de-blocking is preferably performed in a
cascade fashion so that the de-blocking of the low resolution
pixels do not depend on the additional, high resolution data.
Finally, a frame buffer that includes memory compression
stores the low-resolution data used for future prediction.

The frame buffer compression technique is preferably a
component of the low resolution functionality. The frame
buffer compression technique preferably divides the image
pixel data into multiple sets, and that a first set of the pixel data
does not depend on other sets. In one embodiment, the system
employs a checker-board pattern as shown in FIG. 4. In FIG.
4, the shaded pixel locations belong to the first set and the
un-shaded pixels belong to the second set. Other sampling
structures may be used, as desired. For example, every other
column of pixels may be assigned to the first set. Alterna-
tively, every other row of pixels may be assigned to the first
set. Similarly, every other column and row of pixels may be
assigned to the first set. Any suitable partition into multiple
sets of pixels may be used.

For memory compression/decompression the frame buffer
compression technique preferably has the pixels in a second
set of pixels be linearly predicted from pixels in the first set of
pixels. The prediction may be pre-defined. Alternatively, it
may be spatially varying or determined using any other suit-
able technique.

In one embodiment, the pixels in the first set of pixels are
coded. This coding may use any suitable technique, such as
for example, block truncation coding (BTC), such as
described by Healy, D.; Mitchell, O., “Digital Video Band-
width Compression Using Block Truncation Coding,” IEEE
Transactions on Communications [legacy, pre—1988], vol.
29, no. 12 pp. 1809-1817, December 1981, absolute moment
block truncation coding (AMBTC), such as described by
Lema, M.; Mitchell, O., “Absolute Moment Block Truncation
Coding and Its A pp.ication to Color Images,” IEEE Trans-
actions on Communications [legacy, pre—1988], vol. 32, no.
10 pp. 1148-1157, October 1984, or scalar quantization.
Similarly, the pixels in the second set of pixels may be coded
and predicted using any suitable technique, such as for
example being predicted using a linear process known to the
frame buffer compression encoder and frame buffer compres-
sion decoder. Then the difference between the prediction and
the pixel value may be computed. Finally, the difference may
be compressed. In one embodiment, the system may use
block truncation coding (BTC) to compress the first set of
pixels. In another embodiment, the system may use absolute
moment block truncation coding (AMBTC) to compress the
first set of pixels. In another embodiment, the system may use
quantization to compress the first set of pixels. In yet another
embodiment, the system may use bi-linear interpolation to
predict the pixel values in the second set of pixels. In a further
embodiment, the system may use bi-cubic interpolation to
predict the pixel values in the second set of pixels. In another
embodiment, the system may use bi-linear interpolation to
predict the pixel values in the second set of pixels and abso-
Iute moment block truncation coding (AMBTC) to compress
the residual difference between the predicted pixel values in
the second set and the pixel value in the second set.
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A property of the frame buffer compression technique is
that it is controlled with a flag to signal low resolution pro-
cessing capability. In one configuration when this flag does
not signal low resolution processing capability, then the
frame buffer decoder produces output frames that contain the
first set of pixel values (i.e. low resolution pixel data), possi-
bly compressed, and the second set of pixel values (i.e. high
resolution pixel data) that are predicted from the first set of
pixel values and refined with optional residual data. In
another configuration when this flag does signal low resolu-
tion processing capability, then the frame bufter decoder pro-
duces output frames that contain the first set of pixel values,
possibly compressed, and the second set of pixel values that
are predicted from the first set of pixel values but not refined
with optional residual data. Accordingly, the flag indicates
whether or not to use the optional residual data. The residual
data may represent the differences between the predicted
pixel values and the actual pixel values.

For the frame buffer compression encoder, when the flag
does not signal low resolution processing capability, then the
encoder stores the first set of pixel values, possibly in com-
pressed form. Then, the encoder predicts the second set of
pixel values from the first set of pixel values. In some embodi-
ments, the encoder determines the residual difference
between the prediction and actual pixel value and stores the
residual difference, possibly in compressed form. In some
embodiments, the encoder selects from multiple prediction
mechanisms a preferred prediction mechanism for the second
set pixels. The encoder then stores the selected prediction
mechanism in the frame buffer. In one embodiment, the mul-
tiple prediction mechanisms consist of multiple linear filters
and the encoder selects the prediction mechanism by com-
puting the predicted pixel value for each linear filter and
selecting the linear filter that computes a predicted pixel value
that is closest to the pixel value. In one embodiment, the
multiple prediction mechanisms consist of multiple linear
filters and the encoder selects the prediction mechanism by
computing the predicted pixel values for each linear filter for
a block of pixel locations and selecting the linear filter that
computes a block of predicted pixel value that are closest to
the block of pixel values. A block of pixels is a set of pixels
within an image. The determination of the block of pixel
predicted pixel values that are closest to the block of pixel
values may be determined by selecting the block of predicted
pixel values that result in the smallest sum of absolute differ-
ences between the block of predicted pixels values and block
of'pixels values. Alternatively, the sum of squared differences
may be used to select the block. In other embodiments, the
residual difference is compressed with block truncation cod-
ing (BTC). In one embodiment, the residual difference is
compressed with the absolute moment block truncation cod-
ing (AMBTC). In one embodiment, the parameters used for
the compression of the second set pixels are determined from
the parameters used for the compression of the first set of
pixels. In one embodiment, the first set of pixels and second
set of pixels use AMBTC, and a first parameter used for the
AMBTC method of the first set of pixels is related to a first
parameter used for the AMBTC method for the second set of
pixels. In one embodiment, said first parameter used for the
second set of pixels is equal to said first parameter used for the
first set of pixels and not stored. In another embodiment, said
first parameter used for the second set of pixels is related to
said first parameter used for the first set of pixels. In one
embodiment, the relationship may be defined as a scale factor,
and the scale factor stored in place of said first parameter used
for the second set of pixels. In other embodiments, the rela-
tionship may be defined as an index into a look-up-table of
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scale factors, the index stored in place of said first parameter
used for the second set of pixels. In other embodiments, the
relationship may be pre-defined. In other embodiments, the
encoder combines the selected prediction mechanism and
residual difference determination step. By comparison, when
the flag signals low resolution processing capability, then the
encoder stores the first set of pixel values, possibly in com-
pressed form. However, the encoder does not store residual
information. In embodiments described above that determine
a selected prediction mechanism, the encoder does not com-
pute the selected prediction mechanism from the recon-
structed data. Instead, any selected prediction mechanism is
signaled from the encoder to the decoder.

The signaling of a flag enables low resolution decoding
capability. The decoder is not required to decode a low reso-
Iution sequence even when the flag signals a low resolution
decoding capability. Instead, it may decode either a full reso-
Iution or low resolution sequence. These sequences will have
the same decoded pixel values for pixel locations on the low
resolution grid. The sequences may or may not have the same
decoded pixel values for pixel locations on the high resolution
grid. The signaling the flag may be on a frame-by-frame basis,
on a sequence-by-sequence basis, or any other basis.

When the flag appears in the bit-stream, the decoder pret-
erably performs the following steps:

(a) Disables the residual calculation in the frame buffer
compression technique. This includes disabling the calcula-
tion of residual data during the loading of reference frames as
well as disabling the calculation of residual data during the
storage of reference frames, as illustrated in FIG. 5.

(b) Uses low resolution pixel values for low resolution
deblocking, as previously described. Uses an alternative
deblocking operation for the sample locations in the higher
resolution locations, as previously described.

(c) Stores reference frames prior to applying the adaptive
loop filter.

With these changes, the decoder may continue to operate in
full resolution mode. Specifically, for future frames, it can
retrieve the full resolution frame from the compressed refer-
ence buffer, perform motion compensation, residual addition,
de-blocking, and loop filter. The result will be a full resolution
frame. This frame can still contain frequency content that
occupies the entire range of the full resolution pixel grid.

Alternatively though, the decoder may choose to operate
only on the low-resolution data. This is possible due to the
independence of the lower resolution grid on the higher reso-
Iution grid in the buffer compression structure. For motion
estimation, the interpolation process is modified to exploit the
fact that high resolution pixels are linearly related to the
low-resolution data. Thus, the motion estimation process may
be performed at low resolution with modified interpolation
filters. Similarly, for residual calculation, the system may
exploit the fact that the low resolution data does not rely on
the high resolution data in subsequent steps of the decoder.
Thus, the system uses a reduced inverse transformation pro-
cess that only computes the low resolution pixels from the full
resolution transform coefficients. Finally, the system
employs a de-blocking filter that de-blocks the low-resolution
data independent from the high-resolution pixels (the high-
resolution may be dependent on the low-resolution). This is
again due to the linear relationship between the high-resolu-
tion and lower-resolution data.

An existing deblocking filter in the JCT-VC Test Model
under Consideration JCTVC-A119 is desired in the context
of'8x8 block sizes. For luma deblocking filtering, the process
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6

begins by determining if a block boundary should be de-
blocked. This is accomplished by computing the following
d=Ip2,-2%p1,+p051+1q2,-2%q154q0,1+Ip25s-2%pl s+
POsl+lg25-2%q1 5+q0s1,

where d is a threshold and pi; and qi, are pixel values. The
location of the pixel values are depicted in FIG. 6. In FIG. 6,
two 4x4 coding units are shown. However, the pixel values
may be determined from any block size by considering the
location of the pixels relative to the block boundary.

Next, the value computed for d is compared to a threshold.
If the value d is less than the threshold, the de-blocking filter
is engaged. If the value d is greater than or equal to the
threshold, then no filtering is applied and the de-blocked
pixels have the same values as the input pixel values. Note that
the threshold may be a function of a quantization parameter,
and it may be described as beta(QP). The de-blocking deci-
sion is made independently for horizontal and vertical bound-
aries.

If the d value for a boundary results in a decision to de-
block, then the process continues to determine the type of
filter to apply. The de-blocking operation uses either strong or
weak filter types. The choice of filtering strength is based on
the previously computed d, beta(QP) and also additional local
differences. This is computed for each line (row or column) of
the de-blocked boundary. For example, for the first row of the
pixel locations shown in FIG. 6, the calculation is computed
as

StrongFilterFlag=((d<beta(QP))&&((Ip3,~p0;I+1g0,~
PD<(B>>3)&8 [p0~q0I<((5¥1c+1)>>1)).

where t. is a threshold that is typically a function of the
quantization parameter, QP.

For the case of luminance samples, if the previously
described process results in the decision to de-block a bound-
ary and subsequently to de-block a line (row or column) with
a weak filter, then the filtering process may be described as
follows. Here, this is described by the filtering process for the
boundary between block A and block B in FIG. 6. The process
is:

A=Clip(~tc,16,(13%(90,-p0y)+4*(q1,-p1,)-5* (92~
P2)+16)>>5)) i=0,7

P0,=Clipg 555(p0+A) i=0,7
90,=Clipo555(q0,~A) 1=0,7
p1,=Clipg_5ss(p1,+A/2) i=0,7

q1;=Clipo»ss(q1,-A/2) i=0,7

where A is an offset and Clip,_,5s() is an operator the maps
the input value to the range [0,255]. In alternative embodi-
ments, the operator may map the input values to alternative
ranges, such as [16,235], [0,1023] or other ranges.

For the case of luminance samples, if the previously
described process results in the decision to de-block a bound-
ary and subsequently to de-block a line (row or column) with
a strong filter, then the filtering process may be described as
follows. Here, this is described by the filtering process for the
boundary between block A and block B in FIG. 6. The process
is:

PO=Clipg 555((p24+2 0142 %p0, 42740 4++4)>>3);
i=0,7

q0i=Clip_o55((p1 42 *¥p042*q0,4+2%q1 +q2 +4)>>3);
i=0,7

p1i=Clipgo55((p2:4p1,4p0,+q0,+2)>>2); i=0,7
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q1i=Clipg_»55((p04+g0++g2,4+2)>>2); i=0,7

p2i=Clip.o55((2%p3:+3*p24p1:4p0:+q0,+4)>>3);
i=0,7

q2i=Clipo o55((pO:+q0+q1 43 %92,42%43 +4)>>3);
i=0,7

where Clip,_,55()is an operator the maps the input value to
the range [0,255]. In alternative embodiments, the operator
may map the input values to alternative ranges, such as [16,
235], [0,1023] or other ranges.

For the case of chrominance samples, if the previously
described process results in the decision to de-block a bound-
ary, then all lines (row or column) or the chroma component
is processed with a weak filtering operation. Here, this is
described by the filtering process for the boundary between
block A and block B in FIG. 6, where the blocks are now
assumed to contain chroma pixel values. The process is:

A=Clip(~116,((((g0;~p0)<<2)+p1,~q1:+4)>>3))
i=0,7

PO;=Clipg 555(p0+A) 1=0,7

90,=Clipo.555(q0;-A) 1=0,7

where Ais an offset and Clip,_,55( ) is an operator the maps
the input value to the range [0,255]. In alternative embodi-
ments, the operator may map the input values to alternative
ranges, such as [16,235], [0,1023] or other ranges.

The pixel locations within an image frame may be parti-
tioned into two or more sets. When a flag is signaled in the
bit-stream, or communicated in any manner, the system
enables the processing of the first set of pixel locations with-
out the pixel values at the second set of pixel locations. An
example of this partitioning is shown in FIG. 4. In FIG. 4, a
block is divided into two sets of pixels. The first set corre-
sponds to the shaded locations; the second set corresponds to
the unshaded locations.

When this alternative mode is enabled, the system may
modify the previous de-blocking operations as follows:

First in calculating it a boundary should be de-blocked, the
system uses the previously described equations, or other suit-
able equations. However, for the pixel values corresponding
to pixel locations that are not in the first set of pixels, the
system may use pixel values that are derived from the first set
of'pixel locations. In one embodiment, the system derives the
pixel values as a linear summation of neighboring pixel val-
ues located in the first set of pixels. In a second embodiment,
the system uses bi-linear interpolation of the pixel values
located in the first set of pixels. In a preferred embodiment,
the system computes the linear average of the pixel value
located in the first set of pixels that is above the current pixel
location and the pixel value located in the first set of pixels
that is below the current pixel location. Please note that the
above description assumes that the system is operating on a
vertical block boundary (and applying horizontal de-block-
ing). For the case that the system is operating on a horizontal
block boundary (and applying vertical de-blocking), then the
system computes the average of the pixel to the left and right
of the current location. In an alternative embodiment, the
system may restrict the average calculation to pixel values
within the same block. For example, if the pixel value located
above a current pixel is not in the same block but the pixel
value located below the current pixel is in the same block,
then the current pixel is set equal to the pixel value below the
current pixel.

Second, in calculating if a boundary should use the strong
or weak filter, the system may use the same approach as
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described above. Namely, the pixels values that do not corre-
spond to the first set of pixels are derived from the first set of
pixels. After computing the above decision, the system may
use the decision for the processing of the first set of pixels.
Decoders processing subsequent sets of pixels use the same
decision to process the subsequent sets of pixels.

Ifthe previously described process results in the decision to
de-block a boundary and subsequently to de-block a line (row
or column) with a weak filter, then the system may use the
weak filtering process described above. However, when com-
puting the value for A, the system does not use the pixel values
that correspond to the set of pixels subsequent to the first set.
Instead, the system may derive the pixel values as discussed
above. By way of example, the value for A is then applied to
the actual pixel values in the first set and the delta value is
applied to the actual pixel values in the second set.

Ifthe previously described process results in the decision to
de-block a boundary and subsequently to de-block a line (row
or column) with a strong filter, then the system may do the
following:

In one embodiment, the system may use the equations for
the luma strong filter described above. However, for the pixel
values not located in the first set of pixel locations, the system
may derive the pixel values from the first set of pixel locations
as described above. The system then store the results of the
filter process for the first set of pixel locations. Subsequently,
for decoders generating the subsequent pixel locations as
output, the system uses the equations for the luma strong filter
described above with the previously computed strong filtered
results for the first pixel locations and the reconstructed (not
filtered) results for the subsequent pixel locations. The system
then applies the filter at the subsequent pixel locations only.
The output are filtered first pixel locations corresponding to
the first filter operation and filtered subsequent pixel locations
corresponding to the additional filter passes.

To summarize, as previously described, the system takes
the first pixel values and interpolates the missing pixel vales,
computes the strong filter result for the first pixel values,
updates the missing pixel values to be the actual reconstructed
values, and computes the strong filter result for the missing
pixel locations.

In a second embodiment, the system uses the equations for
the strong luma filter described above. For the pixel values not
located in the first set of pixel locations, the system derives the
pixel values from the first set of pixel locations as described
above. The system then computes the strong filter result for
both the first and subsequent sets of pixel locations using the
derived values. Finally, the system computes a weighted aver-
age of the reconstructed pixel values at the subsequent loca-
tions and the output of the strong filter at the subsequent
locations. In one embodiment, the weight is transmitted from
the encoder to the decoder. In an alternative embodiment, the
weight is fixed.

Ifthe previously described process results in the decision to
de-block a boundary, then the system uses the weak filtering
process for chroma as described above. However, when com-
puting the value for A, the system does not use the pixel values
that correspond to the set of pixels subsequent to the first set.
Instead, the system preferably derives the pixel values as in
the previously described. By way of example, the value for A
is then applied to the actual pixel values in the first set and the
delta value is applied to the actual pixel values in the second
set.

The terms and expressions which have been employed in
the foregoing specification are used therein as terms of
description and not of limitation, and there is no intention, in
the use of such terms and expressions, of excluding equiva-
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lents of the features shown and described or portions thereof,
it being recognized that the scope of the invention is defined
and limited only by the claims which follow.

We claim:

1. A video decoder that decodes video comprising:

(a) an entropy decoder that decodes a bitstream defining
said video having data representative of a low resolution
data set and a high resolution data set;

(b) an inverse transformer that inverse transforms said
decoded bitstream to create inverse-transformed data;
(c) a predictor that performs, selectively for only said low
resolution data set, each of an intra-prediction and a
motion compensated prediction based on said decoded

bitstream;

(d) a buffer that receives said inverse-transformed data and
stores it as compressed frame data comprising a first
pixel set representative of a low resolution frame and a
residual information pixel set independent of said first
pixel set and representative of a high resolution frame,
said first pixel set retrievable from said bufter for motion
compensated prediction independently of the residual
information pixel set;

(e) a combiner forming a reconstructed image data based
upon predicted data and said inverse-transformed bit-
stream; and
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() a de-blocking module that selectively de-blocks said
reconstructed image data by making de-blocking
strength decisions during a high resolution mode during
which said decoder outputs high resolution data, using
said first pixel set and not using said residual information
pixel set.

2. The decoder of claim 1 wherein compressed frame data
includes low resolution data used for predicting a low reso-
lution data set.

3. The decoder of claim 1 wherein said inverse transforma-
tion operates only at low resolution pixel positions from said
bit stream when operating in said low resolution mode.

4. The decoder of claim 1 wherein said predicted data and
said inverse-transformed data are added together.

5. The decoder of claim 1 wherein said predictor operates
only at low resolution pixel positions when operating in said
low resolution mode.

6. The decoder of claim 1 wherein said de-blocking module
is enabled when a flag is signed in said bitstream.

7. The decoder of claim 1 wherein said buffer includes
low-resolution data and high-resolution data, where said pre-
dictor predicts both a low-resolution data set and a high-
resolution data set based upon said low resolution data using
high-resolution prediction information decoded from said
bitstream without using said high resolution data.

#* #* #* #* #*
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